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TOLERANCE & MACHINE NOTES

ANGLES
±0.5°

ANSI Y14 AND PS-595128 STANDARDS APPLY

RADIUS OR CHAMFER ALL EDGES..........005-.030
FILLET RADII.........................................................03±.01

MAXIMUM SURFACE ROUGHNESS- 250  in.

(UNLESS OTHERWISE SPECIFIED)

DIMENSIONS IN INCHES.

2 PL. DEC.

ANGULARITY: CHAMFERS.................................±2°

±.02

U

3 PL. DEC.
±.005

,
ENGINEERING (REQ):

QUALITY ASSURANCE:

APPROVAL (REQ):
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VERIFIER:

WHICH TRANSMITTED WITHOUT THE PRIOR WRITTEN
TO OTHERS OR USED FOR OTHER THAN THE PURPOSE FOR 
MAY NOT BE DISCLOSED IN WHOLE OR IN PART
AND IS TO BE RETURNED UPON REQUEST. ITS CONTENTS
TRANSMITTED TO YOU IN CONFIDENCE AND TRUST,
OF THE CORESTAR INTERNATIONAL CORPORATION. IT IS

CORESTAR PROPRIETARY DATA
THIS DOCUMENT CONTAINS PROPRIETARY INFORMATION

PERMISSION OF THE CORESTAR CORPORATION.
VERIFIER:

VERIFIER (REQ):

DRAFTSMAN: DATE
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SCALE REV

CoreStar International Corp.

TITLE

07-30-20121 CMB

1BXXXXX1:5
1 1

ASSEMBLY DETAIL

1

MINI MOCKUP

 67" STRAIGHT LENGTH 

 R5.591" 

MATERIAL: INCONEL 690 - 7/8" OD x .050" WALL
LANDMARK TABLE SETUP TO MIDPOINT OF SUPPORTS
ROW 3
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INLET

TSH
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TSCTEC

TEH

OUTLET

 23.375 
 17.188 

 19.75 

 0.375" TYP. BAF 

 30.125 

 49.25 

TUBE SHEET

 11.00 

 49.25 

5" TYP.  1.5" 

 64.00 

 34.50 

 0.75" TYP. SUPPORT 

 64.00 


